
ECONOMICAL    VERSATILE      RUGGED

The most versatile laser receiver in the industry!
The CR5 combination receiver is designed for all rotating lasers and can be hand-held, rod-mounted, or 

magnetically attached to your machine, making it the most versatile laser receiver in the industry.

General construction
Site preparation - dirt grade
Trenching
Footers
Septic tanks & leach fields
Sloping concrete floors
Any rotating laser application

CR5 Laser Receiver is a combination of: 
A hand-held receiver
A rod-mounted receiver
A machine-mounted receiver

All in one compact package

...easy to use!

Dozers
Skid steers
Backhoes
Excavators
Hand-held readings
Rod-mounted readings

IDEAL FOR...

APPLICATIONS...

                 

Rugged & durable housing
Bright LED's with green on-grade
Strobe light rejection
Adjustable volume control
2400 angular reception
5" laser capture height
3 accuracy settings
7-channel LCD display
Hard sided carrying case
Built-in magnets

FEATURES AND BENEFITS...
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Tubular 
Mast Mount

Direct Reading 
Rod Clamp



YOUR LOCAL FUTTURA  DEALER

compact, completely self-contained
rugged, weather-resistant housing
quick, secure mounting 
portable, easy to move from one machine to another

CR5 with Remote Display:

Remote capability improves productivity by allowing jobsite functions to be 
performed faster and more efficiently.   With the convenience of a remote 
display, the operator is able to view grade information from within the cab.  

Ideal for situations where the receiver is out of sight of the operator, such as 
trenchers, box blades or other machines.

CR5 COMBINATION RECEIVER WITH REMOTE DISPLAY ...

Enjoy the convenience of wireless 
technology - now available for the 
CR5 Receiver.  Because it's 
wireless, the setup is easy, with no 
cables to worry about.  

Ideal for any machine.

cable-free flexibility
30 m (100 ft) working range
low battery indicator

CR5 with Wireless Remote Display:

WIRELESS REMOTE DISPLAY:
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CR5 Specifications 
Built-in Strobe Light Rejection .............................. Yes  
Laser Capture Height .............................................. 5" 
Three accuracy settings ............... ±1/16", ±1/4", ±1/2"
Operating Temperature ......................... -200C to 500C 
                                                    (-40F to 1220F)
Battery Life (2AA) ........................ 180 hours minimum
Auto Shut-Off .............................................30 minutes
Reception Angle ................................................... 2400

Out-of-level warning .............................................. Yes
Waterproof ......................................................... 100%
Warranty ......................................................... 2 years
LCD Display ................................................ 7 channel
Carrying Case ............................................... included
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Phone:  405-789-9900
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